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ABSTRACT 


In this study, an exponential-type life distribution suitable for reliability analysis of system failure occurrence 
phenomenon was applied to the NHPP-based software development cost model, and then the performance 
properties were newly analyzed using the failure time data requested by the developer. For this purpose, the 
parameter calculations were solved by applying maximum likelihood estimation. In conclusion, first, in the 
attribute analysis using the function m(t), which has an important influence on the subject of this work, all 
models showed an attributes of overestimating the true value. But the Burr-Hatke-Exponential model was 
efficient by showing the smallest error. Second, in the analysis of the reference values for efficient model 
selection, the proposed models were found to be appropriate as they all showed a performance of over 80%. 
Third, as a result of exploring performance attributes (m(t), MSE and R%, cost, release time), the Lindley 
model, which showed the lowest cost and fastest release time, was confirmed to be the most efficient. 
Through this study, the performance properties were newly explored, and the related results can be utilized 
as basic design data to analyze the cost attributes needed by developers in the early stages. 

Keywords: Burr-Hatke-exponential, Exponential-basic, Exponential-type, Lindley, Rayleigh, Software 


Development Cost. 


1. INTRODUCTION 


An era of great digital transformation is 
dawning, in which artificial intelligence technology 
is being used not only in industrial settings but also 
throughout our lives. When this era of artificial 
intelligence arrives, the processing we have been 
doing so far will be integrated based on software 
technology, and unnecessary parts will be gradually 
eliminated. For this reason, related researchers are 
striving to take the lead in technology from the early 
stages of developing software-based artificial 
intelligence systems. Therefore, in future artificial 
intelligence technology, reliability of software 
quality becomes the most interesting issue in the 
reliability of artificial intelligence systems. For this 
reason, developers consider reliability and cost 
issues as important topics in the process of 
developing highly versatile software. Therefore, to 
solve this problem, many software reliability models 
have been developed and worked. Especially, 
developers are paying attention to cost studies 


utilizing the Non-Homogeneous Poisson Process 
(NHPP) [1]. Regarding the software cost issue, 
which is the topic of this study, Ra [2] analyzed the 
cost attributes needed by developers using the NHPP 
model and also presented related data. In addition, 
Chatterjee, Singh, Roy, and Shukla [3] proposed a 
new NHPP-based cost model and verified the 
optimal software release strategy using the number 
of remaining defects. In addition, Pham and Zhang 
[4] proposed the NHPP model that can be used to 
quantitatively predict reliability, and also presented 
an algorithm that can optimize the total expected 
cost according to requirements. Okamura and Dohi 
[5] proposed a new and innovative phase-type 
software reliability model and solved the model's 
efficiency problem by applying it to real data. Kim 
and Yang [6] converted the NHPP-type software 
cost model so that it can be applied to system 
solutions, and analyzed the relationship between 
development cost and release time using this model. 
Based on existing research data, Yang [7] proposed 
a new model by combining the NHPP model with 
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the cost issue and also analyzed cost-related 
properties. Park [8] presented an algorithm that can 
solve attribute problems related to cost and release 
time according to life distribution. Also, Bae [9] 
presented a new NHPP reliability model suitable for 
the analysis of software development costs and 
proposed an optimization strategy by applying it to 
the Weibull family distribution. 

Accordingly, in this work, the Exponential-type 
distribution with no performance-related research 
data was newly applied to the NHPP-based cost 
model. Using this model, the cost properties were 
compared and evaluated along with the performance 
issues. Also, we would like to present the most 
efficient distribution model among the distributions 
proposed based on verified data. 


2. RELATED RESEARCH 
2.1 NHPP Software Reliability Model 


In a software system where failure times 
occur at different intervals and failures occur 
continuously, if the number of failures occurring per 
unit time is N(t), then N(t) follows the Poisson 
distribution and also satisfies inhomogeneity. 
Therefore, the NHPP model can be said to be a 
probability-based model that can predict software 
reliability based on the number of failure occurrence. 
Thus, using these properties of the NHPP model, it 
can be defined as follows. 


n . p-m(t) 
PiN() =n} =O 8 (a) 
Note. n = 0,1,2,-++ ©0. 


where m(t) refers to a mean value function that has 
the property of estimating the true value and can be 
defined as Equation (2). 


Thus, the intensity function A(t), which has 
properties representing the instantaneous failure 
occurrence rate, can be developed as follows. 


m(t) = [ aeas (2) 
dm(t) 
qt) A(t) (3) 


In this work, we seek to solve the cost attribute 
problem of the proposed NHPP software 
development model based on failure time collected 
during normal operation. This study reflects the 
failure phenomenon of generally developed software 


2. = 
wrviaa 


E-ISSN; 1817-3195 


and aims to study it based on finite failure, in which 
no further failures occur after the failure is repaired. 


Therefore, we intend to analyze based on 
finite failure by reflecting realistic failure situations. 
Accordingly, applying Equations (2) and (3), the 
attribute functions representing the performance of 
the cost model are as follows. 


m(t|6,b) = OF (t) (4) 
A(t|@, b) = OF (t)’ = Of (t) (5) 


Note that 0 is the residual failure rate, and F(t ) is the 
cumulative distribution function. 


From the result derived above, m(t) represents the 
performance that can predict the true value, and X(t) 
represents an attribute that represents the intensity at 
which a failure may occur. 


Accordingly, the likelihood function of the NHPP 
model applying the attribute functions m(t) and 
A(t) can be developed as follows. 


Lyupp(0|x) = (T] ro) exp|—m(x,,)] (6) 


Note that x = (%1,X2,%3°*'Xy) 


2.2 NHPP Exponential-basic Model 


The failure occurrence time per defect of the 
Exponential-basic model, widely known as the basic 
NHPP model, has exponential-type life distribution 
characteristics. Therefore, it is widely applied as a 
basic exponential model, and this model is also 
called the Goel-Okumoto basic model. 


Also, the NHPP Exponential-basic model was 
defined by assuming that the expected value of the 
defect causing the failure in a finite failure situation 
is 8 and the defect search rate is b, where b is 
considered a fixed constant. 


Therefore, since the failure rate has a constant value 
with a certain form, the performance attribute 
function can be defined as Equations (7) and (8) [10]. 
m(t|@,b) = 9(1 —e~*) (7) 
A(t|9, b) = Obe~"* (8) 
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Accordingly, the log-likelihood function of this 
distribution model calculated by applying Equation 
(6) is as follows. 


n 
InLyypp(O|x) = nlné + nlnb — b > hae 
k=1 


— 9(1—e7P*n) (9) 


Finally, the parameter estimator (@y,¢, byzz) of the 
Exponential-basic model to be obtained in this work 
can be calculated by applying Maximum Likelihood 
Estimation (MLE) to Equation (9) and then using the 
bisection method. Therefore, Equations (10) and 
(11) show the final calculation equations for 
calculating the parameters. 


AlnLyypp(O|x) 1 b 
= = el te Om = 0 10 
a0 le 
n 
OlnL (O|x) n ae 
a oe — Obx,e > = 0 
i=1 
(11) 


2.3 NHPP Burr-Hatke-exponential Model 


The Burr-Hatke-Exponential distribution, in 
which the hazard function representing the failure 
occurrence phenomenon has an increasing or 
decreasing pattern similar to the lifetime 
distribution, is known to be suitable for reliability 
testing due to these characteristics. 


Therefore, by substituting the characteristic function 
of this exponential distribution into Equations (4) 
and (5), the attribute function that represents the 
model’s performance is as follows [11]. 


—bt 
m(@,b) = 6 E _ 7 <= (12) 
pp 2tbt 


Accordingly, the log-likelihood function of this 
NHPP model calculated by applying Equation (6) is 
as follows. 


n 
InLyypp(O|x) = nlné + nlnb — b ». X; 


t=1 
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n n 
+ ». In(2+x;)—2 ». In(1 + bx;) 
i=1 i=1 
o-bXn 
ees 


Therefore, the parameter estimator (Owen, Due) OF 
the Burr-Hatke-exponential model to be obtained in 
this work can be calculated by applying MLE to 
Equation (14) and then using the bisection method. 


(14) 


Therefore, Equations (15) and (16) show the final 
calculation equations for calculating the parameters. 


AlnLyypp(O|x) 1 e Pen 
BEGAN 20 ie ay a8} 
ag fa) 14+ bDXy 


OlnLypypp(@|x) = 


n n 
ye 
ab Bb La L424+bx; 


n 
Xi ee 2+ bx; 
-2)" —"t___ Gy g-b%n A Ot 
= 1+ bx; ne (1 + bx; )* 
i= 


=0 (16) 


2.4 NHPP Lindley Model 


The Lindley distribution is an Exponential- 
type life distribution that is a mixture of the 
exponential distribution and the gamma distribution. 
This distribution is mainly applied in the field of 
research on the life cycle of system reliability, and is 
known to be suitable for engineering and medical 
fields. In particular, in various fields of reliability 
life testing, research is being actively conducted to 
compare and analyze the Lindley distribution with 
other existing exponential-type distributions. 


Therefore, applying the characteristic function of 
this exponential-type distribution, the attribute 
function that represents the model’s performance is 
as follows [12]. 


b+1+bt 
=) x 


m(t|@,b) = @ j1 - ( — 


et] (17) 


2 


b+1 


A(t|9,b) = 0 | (1+t)x on (18) 


Therefore, the log-likelihood function of this 
distribution model is as follows. 
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oe) . em] 


In L 6) = -6 |1-( 
n Lynpp(O|x) b+1 


n 
+nln@ + 2nlnb — nln(b + 1) + a + x;) 


i=1 
n 
—b >: Xi 


i=1 


(19) 


Accordingly, the parameter estimator (Oy,2, bute) 
of the Lindley model to be obtained in this work can 
be calculated by applying MLE to Equation (19) and 
then using the bisection method. 


Therefore, Equations (20) and (21) show the final 
calculation equations for calculating the parameters. 


AnLyypp(O|x) 1 


1-(-42*") em] 


a0 — @ b+1 
= 0 (20) 
OlnLyypp(O|x)  2n iL . —bx 
a5 ee mn 


2.5 NHPP Rayleigh Model 


The Rayleigh distribution has originally been 
used for functional modeling of electromagnetic 
waves and distance distribution analysis of spatial 
Poisson processes, but has recently been known to 
be suitable for life testing of systems for reliability 
analysis. According to existing research, the 
Rayleigh distribution, which has _ exponential 
distribution characteristics, is known to be more 
efficient than other forms of exponential-type 
distribution in reliability analysis. 


Accordingly, when the shape parameter (a) in the 
Weibull distribution is 2, the Rayleigh distribution is 
established. 


Thus, if simplified by substituting a = b, it is as 
follows. 


t& 


F(t) = (: = oa | = (poe) (22) 
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f(t) = (Se oa | = (2heete" (23) 


Note that B > 0, t € [0, oo]. 


Therefore, the attribute function representing 
reliability performance is as follows [13]. 


m(t|9,b) = (1 — e7"*") (24) 


A(t|9,b) = 26bte~** (25) 


Therefore, the log-likelihood function of this NHPP 
model is as follows. 


n 
InLyypp(O|x) = nln2 + nlné + nlnb + > Inx; 


1=1 
n 
2 
-b) x;2-A(1-e7b*) (26) 
i=1 


That is, the parameter estimator (Oy,2, Dyzz) of the 
Rayleigh model to be obtained in this work can be 
calculated by applying MLE to Equation (26) and 
then using the bisection method. 


Therefore, Equations (27) and (28) show the final 
calculation equations for calculating the parameters. 


AlnLyypp(O|x) _n Rx2 

———e = 1 —bxAR — A 
70 F ie 0 (27) 

AlnLyypp(O|x) _ n . 2 Fe efi? 

aH) at Ox, = 0 (28) 


i=1 


2.6 Software Development Cost Model using m(t) 

Applying the attribute function m(t) that 
represents the performance of the NHPP model, it is 
said that the total cost (F;) invested in software 
development is constituted of the sum of cost 
(E,~E,) as shown in Equation (29) [14]. 


EB, = E, + E,+ E3+ Ey, =F,+C,xt 
+C3, x m(t) + C, x [m(t +t’) — m(t)] (29) 


(1D) E, refers to the costs invested in the early stages 
of software development (data analysis costs, labor 
costs of participating development experts, etc.) and 
is assumed to be a constant. 
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(2) E, refers to the software testing cost per unit time 
and is expressed as the following Equation (30). 


E, => Cy xt 
Note that C, 1s the testing cost. 


(30) 


(3) E3 refers to the cost required to remove one 
defect after detecting an inherent defect, and is 
expressed as the following attribute Equation (31). 
E, = C3; X m(t) (31) 
Note that C3 is the cost of removing one defect 
discovered in the early stage of development. 

m(t) is the function that represents the performance 
of the applied NHPP reliability model and means the 


expected value (expected value) that a defect may 
occur in the future. 


() E, refers to the cost of removing all flaws in the 
process of operating a software system and is 
expressed as the following attribute Equation (32). 
E, = C, x [mt +t’) — m(t)] (32) 
Note that C, is the cost of correcting defects 
discovered by the operator after releasing the 
developed software. Also, t’refers to the normal 
operating time. 


Additionally, every software developer will try to 
develop the desired software at the lowest cost. 


Therefore, the optimal release time for releasing the 
developed software is the time at which the total 
development cost becomes minimum (EF; = 0), as 
shown in the following attribute Equation (33). 


OE, 


Bp = E = Er + Bo t Bs t+ Ey) = 0 


(33) 


3. PERFORMANCE ANALYSIS OF THE 
PROPOSED MODEL 


In this work, the performance properties of 
the proposed model applying Exponential-type life 
distribution were analyzed by the step-by-step 
sequence of the proposed algorithm (step 3.1 to step 
3.6) as follows. Also, the optimal model was 
presented based on the resulting data. 


E-ISSN: 1817-3195 
3.1 Verification of Software Failure Time Data 
Used in This Work 
For exploring the performance properties 
presented with the NHPP-based cost model, failure 
time data as shown in Table | [15] was used. Table 
1 shows the failure time data (738.68H) collected 


based on the number of 30 failures that occurred 
during normal operation of the software system. 


Table 1: Software Failure Time Data. 


number (hours) (hours)x 1072 
30.02 0.30 
ee 
oro 
3 [—-s050 [a8 
es 
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Therefore, the applicability of the cited failure time 
data to this study was verified applying the Laplace 
trend test. In general, if the analyzed data is 
distributed between '-2 and 2', it is stable and 
therefore reliable [16]. 


Laplace trend test Vs. Failure number 


Laplace jactor 


L357 9SNBEVVABAM SY 


Failure number(times) 


Figure 1: Analysis Data Applying Laplace Trend Test 


Figure 1 shows the analysis data explored by 
applying the Laplace trend test with quoted failure 
time data. Therefore, it can be said that the data 
presented in Table 1 is distributed between 0 and 2 
and can be used for this study. 


3.2 Parameter Calculation of the Proposed 
Model 

The parameters (8, b) of the NHPP model 
were calculated using the MLE as shown in Table 
PAp WAP 
Thus, among the parameters of applied model, @ is 
a software residual failure, and b is a shape 
parameter that creates the type of applied life 
distribution. 


Table 2: Parameter Calculation Results Using MLE. 


NHPP 


asic 


Burr-Hatke- 


Type 


29.0996 0.2991 


; exponential 
Exponential 


-type life 
Distribution 


Lindley 


Rayleigh 


30.4691 1.3460 
24.0116 0.3707 
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3.3. Performance Attributes Analysis using m(t) 


The subject of this work is to evaluate and 
analyze the performance of cost models using the 
attribute function m(t) of the NHPP-based model 
that determines software development costs. 
Therefore, in order to apply the performance 
function m(t) to the proposed model, we would like 
to first analyze the properties. 


Figure 2 shows the trend of performance attributes 
analyzed for the reliability of the proposed model 
using the attribute function m(t), which has a 
significant impact on the performance of the 
software reliabilty model. Additionally, by referring 
to these attribute data, the predictive ability to 
estimate the true value can be analyzed. 


Therefore, when analyzing the attribute function 
m(t), the Burr-Hake-exponential and _ the 
Exponential-basic models, which show a tendency to 
predict the true value with the smallest error, can be 
said to be efficient. 


Mean value function Vs. Failure time 


ems Lindley 


«eee Exponential-basic 
ewes Burr-Hatke-exponential <= Rayleigh 
eee True Value 


m(t) 
th 


0 ear Ye ar Way WT eae Sy Wea Wo VW! ee Fa | zee Se 
mr Nn reawgegre ww StF Ee YH OH OH 
on CO Ft MOAN Ee ON 8 o 1 ON 
mo oF OF WW FT $ ~ NS ~ wy Ww 
“SY Sw | VN eH BHP wi 
o oc ©& Cs eB | =“ NON ~ 


Failure time(hours) 


Figure 2: Performance Attribute Applying m(t) 


Table 3 to a technique for calculating software 
development costs. For this purpose, this study first 
compared and analyzed m(t), the attribute function 
that has the greatest impact on development cost 
performance in the proposed model. 
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Table 3: Application Method Between Attribute Function m(t) And Software Development Cost Model. 


m(t) of Software 
NHPP Model m(t) of NHPP Model Develonment Cost Model 


Exponential 
-type life 


Distribution Lindley 


m(t) = 6|1 - (“- 


=H 
Burr-Hatke- e 


1+ bt 


mh eh] 
b+1 


| E, = C3 X m(t) 


E, =C,x [m(t +t’) — m(t)] 


3.4. Efficiency Analysis for Efficient Model 
Selection 
In this work, MSE and R? were used as 


verification data to confirm the efficiency of the 
model [18]. 


3.4.1 Mean Square Error (MSE) 

MSE is a tool that measures the difference 

between actual observed values and predicted 
values. 
Thus, the equation for calculating MSE can be 
defined as Equation (34), where n used in this 
equation is the number of observed failures, and k is 
the number of parameters used. 


>, _ (mea - me’ 
n—k 


Note that m(x;) represents the cumulative number 
of failures that appeared until time (0, x;). 


MSE = (34) 


The smaller this value is, the more accurate the 
prediction is, making it an efficient model. 
Mean Square Error Vs. Failure number 


» « « « « Exponential-basic Lindley 
a= Burr-Hatke-exponential «mss Rayleigh 


- +t 
ame OA OHNE AOA OW Pe 
arts wt A NNN NON 


Failure number(times) 


Figure 3. Performance Attribute Applying MSE 


Figure 3 shows a graph of the results of exploring the 
properties that determine model performance by 
applying MSE. Accordingly, this study intends to 
use this value as standard data to determine the 
suitability of the model along with the efficiency of 
the proposed model. 


3.4.2. Coefficient of Determination (R7) 


R* is a tool that represents the explanatory 
power of the difference between observed and 
predicted values. 


Therefore, it is defined as Equation (35). 


> _ (mG - me)’ 


R? =] — tie 
>. (m(x,) — D7, m(xj)/n))” 


(35) 


Note that m(x;) represents the cumulative number 
of failures estimated from the average value function 
until time x;. 


The larger this value, the greater the explanatory 
power of the true value, making it an efficient model. 


Table 4 shows the result data of calculating the tools 
(MSE and R?) used as reference values for selecting 
an efficient model in terms of model efficiency. 


Therefore, in this study, we intend to use this value 
as standard data to determine the suitability along 
with the efficiency analysis of the proposed model. 
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Table 4: Efficiency Analysis of The Proposed Model 


Model efficiency 
NHPP model 


R2 
aaa 3.3391 | 0.9894 
asic 
Bun Hake: | 26518 | 0,980 
Exponential 
Exponential 
-type life Lindley 0.8464 
Distribution 
Rayleigh 0.9725 


3.5. Cost Attributes 
Development Model 


Analysis of Software 


In this topic, in order to input situations 
similar to the cost conditions actually experienced by 
software developers, the cost conditions derived 
from Equation (29) were set to [Assumptions | to 3] 
and simulated [19]. 


3.5.1 Assumption 1: Basic conditions. 


E, = 50$, C, = 5$, Cs = 1.5$, C, = 10$, t' = 
50H (36) 
Figure 4 shows a graph analyzing the release 
time according to the change in development cost 
calculated by entering the development situation as 
[Assumption 1] into Equation (29). 
Development Cost Vs. Release Time 
350 


eeeee Exponential-basic 
eemees Burr-Hatke-exponential 
ems Lindley 
<= Rayleigh 


Development Cost($) 


PT MUM OYRNHoeHeNonT 
Se ee - aon 


Release Time(hours) 


Figure 4. Cost Attribute Applying [Assumption I] 
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Analyzing the cost attributes in Figure 4, the 
developed software has a very high probability of 
defects occurring in the early stages. 

Since the possibility of discovering and eliminating 
these early defects is also high, inherent defects 
inherent in software can be greatly reduced in the 
early stages. Therefore, the development cost in the 
early stages is greatly reduced. 


But, as time passes beyond the initial stage, the 
probability of occurrence of a defect gradually 
decreases, and the probability of detecting and 
eliminating the failure also gradually decreases. 
Therefore, costs tend to increase over time. In the 
end, it can be seen that development costs have the 
property of gradually increasing over time. 


3.5.2 Assumption 2 


Ey = 50$, C, = 5$, C3 = 3$, Ci — 10$, t'= 
50H (37) 


The [Assumption 2] refers to a situation 
where all cost conditions are unchanged compared to 
the basic condition such as [Assumption 1], but only 
the cost ( C3) is doubled. 


Figure 5 is a trend curve analyzing the attributes of 
development costs over time under the conditions of 
[Assumption 2]. In a realistic development 
environment, all developers would want to release 
developed software as quickly as possible at the 
lowest cost. For this reason, analyzing the results in 
Figure 5, the optimal software release time will be 
the time with the lowest development costs. 


Development Cost Vs. Release Time 


« « « « « Exponential-basic 
ees Burr-Hatke-exponential 
ees Lindicey 


Development Cost($) 


YUL UD MU) TY WNM OM SSO OHYOMKu SY 
Set Nm eH SHR aon “ 


Release Time(hours) 


Figure 5: Cost Attribute Applying [Assumption 2] 
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Also, Figure 5 shows the simulation results of 
analyzing the attribute relationship between cost and 
release time using Equation (29) to analyze cost 
performance attributes by applying [Assumption 2]. 


Analyzing the simulation results in Figure 5, among 
the models proposed in this work, it can be seen that 
the Lindley model, which showed a release time of 
3.75H when the development cost was $170, has the 
performance attributes to release software the fastest 
with the lowest cost. 


Therefore, among the proposed models, the Lindley 
model, which has the best cost properties, is the most 
efficient. 


3.5.3 Assumption 3 


E, = 50$, C, = 5$, C3 = 1.5$, C, _— 20$ t'= 
50H (38) 


The [Assumption 3] refers to a situation 
where all cost conditions are unchanged compared to 
the basic condition such as [Assumption 1], but only 
the cost (C,) for operators to search for and remove 
defects is doubled. 


Figure 6 shows a graph analyzing the release time 
according to the change in development cost 
calculated by entering the development situation as 
[Assumption 3] into Equation (29). 


Development Cost Vs. Release Time 


700 
eeeee Exponential-basic 
600 eueeees Burr-Hatke-exponential 
x ems Lindley 
— 500 . ams Rayleigh 
” 
°o 
UO 
+ 400 
c 
E 
2 300 
2 
Ww 
> 200 
ow 
oO 
100 


0 


VWF NWMIMWMTUMNMOM ENON OWMOMrMN 
. ‘ ‘ N . . : 6 ams - 


Co aA NM & ote 
=“ 


Release Time(hours) 
Figure 6: Cost Attribute Applying [Assumption 3] 


In other words, unlike assumption 2, the situation in 
assumption 3 shows that the release time is delayed 


along with the increase in cost. Thus, to reduce 
defects before software is released, it is necessary to 
eliminate all detectable flaws from the development 
test stage, not the operation process. 


As a result of analyzing Figure 6, the Lindley model 
was the most efficient as it allowed the fastest release 
of software developed at the lowest cost. 


3.6 Performance Attributes Evaluation of the 
Proposed Model 


The performance of the proposed model was 
analyzed by applying data on the function m(t), 
which is a property value that has a significant 
impact on model performance, development cost, 
and release time [20]. 


Table 5 shows the results of comparative evaluation 
with performance attribute data that affects the 
performance of the model, which is the subject of 
this study. Thus, the Lindley cost model is the most 
efficient among the proposed exponential-type life 
distributions, showing excellent performance in 
terms of model efficiency, cost, and release time. 


Table5: Performance Evaluation. 


NHPP Performance Attributes 


model Model Release 
Basic 


Exponential 


Table 6 shows data analyzing the development costs 
of the proposed model in detail by applying 
[Assumptions | to 3] presented in this work to the 
software development cost model. 


meine = 
3196 
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4. CONCLUSION 


Table 6: Detailed Analysis Results of Software Development Cost. 


Development Cost 


[ Assumption 3] 


Development Cost 


6 174.59 | 169.36 | 127.35 | 181.88 | 216.85 | 210.41 | 172.99 | 217.9 | 226.91 | 217.66 | 129.06 | 247.74 
7 167.77 | 169.51 132.1 186.88 | 212.12 | 211.42 | 177.78 | 222.9 | 206.18 | 212.11 | 133.51 | 252.74 
8 164.09 | 171.34 | 137.02 | 191.88 | 209.97 | 213.81 | 182.72 | 227.9 192.29 | 210.2 138.34 | 257.74 
9 162.71 | 174.23 | 141.99 | 196.88 | 209.72 | 217.08 187.7 232.9 183.42 | 210.61 143.3 | 262.74 
10 163.04 | 177.81 | 146.99 | 201.88 | 210.87 | 220.91 192.7 237.9 178.24 | 212.53 | 148.28 | 267.74 


> Notes> EB: Exponential-basic, BH: Burr-Hatke-exponential, L-Linley, R-Rayleigh 
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If developers can collect reliable software 
failure time data in the early stages of software and 
then apply it to the development testing process, they 
will be able to more efficiently explore cost 
attributes and economically reduce development 
costs. Therefore, in this study, performance 
attributes were newly arranged by applying software 
failure time data required by developers to an 
exponential-type life distribution model, and related 
attribute data was systematically analyzed. 


The results of this work are as follows. 

First, in the performance analysis of estimating the 
true value using the attribute function m(t), which 
has a significant impact on the subject of this study, 
all models showed a tendency to overestimate. In 
other words, the Burr-Hatke-Exponential model, 
which showed the smallest error together with the 
Exponential-basic model, was the most efficient. 


Second, in the analysis of the properties of MSE and 
R*, which are the reference values for selecting an 
efficient model, it was found that the proposed 
models were efficient as they all showed a 
performance of over 80%. 


Third, as a result of analyzing cost attributes, the 
Lindley model was the most efficient as it allowed 
the fastest release of software developed at the 
lowest cost. 


Thus, as a result of detailed analysis of performance 
attribute data (m(t), MSE and R?, Cost, Release 
time), the performance of the Lindley model was 
found to be the most efficient. In conclusion, this 
study can present basic design data that can predict 
performance attribute data, cost, and release time 
needed by developers during the early software 
development process. 


In addition, it is believed that follow-up research 
will continue to be needed to study cost models that 
can be optimized for the software industry related 
to this work and to explore performance-related 
attribute data. 
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